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Typical Tensile Properties

As welded

Elongation Gás de protecção Tensile Strength Yield Strength

40 % M21 Shielding Gas 580 MPa 450 MPa

53 % C1 Shielding Gas 570 MPa 442 MPa

Propriedades do Teste Charpy com Entalhe em V

As welded

Gás de protecção Impact Value Testing Temperature

C1 Shielding gas 60 J -29 °C

C1 Shielding gas 26 J -196 °C

Análise de Metal de Soldadura

M21 Shielding Gas

P Mn Mo C S Si Ni Cr

0.027 % 1.20 % 2.70 % 0.030 % 0.010 % 0.90 % 12.0 % 18.5 %

C1 shielding Gas

P Mn Mo C S Si Ni Cr



0.027 % 1.10 % 2.60 % 0.028 % 0.010 % 0.80 % 11.8 % 18.50 %

Valores de depósito

Diâmetro

1.2 mm

Aprovações:

ABS, E316LT1-1 (C1), ABS, E316LT1-4 (M21), BV, 316L (C1), BV, SA 316L (M21),
CE, EN 13479, ClassNK, KW316LG(C), CWB, E 316LT1-1 (C1), CWB, E 316LT1-4
(M21), DNV, NV 316L (C1), DNV-GL, VL 316L (M21), KR, RW316LG(C) (C1), LR,
316L (C1), VdTÜV, 04834

Classificações:

SFA/AWS A5.22, E316LT1-1, Weld Metal, SFA/AWS A5.22, E316LT1-4, Weld
Metal, JIS Z 3323, TS316L-FB1, Weld Metal, KS D 3612, YF 316LC, Weld Metal,
EN ISO 17633-A, T 19 12 3 L P C1 2, Weld Metal, EN ISO 17633-A, T 19 12 3 L P
M21 2, Weld Metal

Approvals are based on factory location. Please contact ESAB for more information.

Alloy Type: C Cr Ni Mo

Welding Current: DC+


